
MODEL NO. P1625 P1630 P1635 P1640

► MACHINE SIZE INCH
(1600 X 2500) 
66" X 98"

(1600 X 3000) 
66" X 118"

(1600 X 3500) 
66" X 137"

(1600 X 4000) 
66" X 157"

A ► SHEET LENGTH MAX. 98.42" 118.11" 137.79" 157.48"

MIN. 31.10" 31.10" 31.10" 31.10"

B ► SHEET WIDTH MAX. 60.70" 60.70" 60.70" 60.70"

(STANDARD REGULAR FEED) MIN. 18.89" 18.89" 18.89" 18.89"

B ► SHEET WIDTH (SKIP FEED) MAX.
78.74"
(60.70" Skip Feed 
Mode Must Be Used)

78.74"
(60.70" Skip Feed 
Mode Must Be Used)

78.74"
(60.70" Skip Feed 
Mode Must Be Used)

78.74"
(60.70" Skip Feed 
Mode Must Be Used)

► PRINTING AREA MAX. 59.05" x 94.48" 59.05" x 114.17" 59.05" x 133.85" 59.05" x 153.54"

► DIE CUTTING AREA MAX. 59.05" x 94.48" 59.05" x 114.17" 59.05" x 133.85" 59.05" x 153.54"

►
MAXIMUM MACHINE SPEED  
(SHEET / MIN)

180 180 150 120

► BOARD CALIPER MAX. .39" .39" .39" .59"

MIN. .063" .063" .063" .063"

Flexo DieCutter Model Specifications 
P1600 Series

* Required power and weight may change depending on configuration (shown 3-color with diecutter).
* The maximum production speed varies according to the types of boxes processed.
* Imperial measurement is the default specifications. 
* LMC reserves the right to change specifications without notice. AGENT OF LMC SALES  |   SERVICE AND PARTS
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SUN Automation Group® is the 
exclusive North and Central 
America representative of all 
LMC machinery, supporting its 
customers with parts and service.

P Series 66” DieCutter Attributes
	► SUN transmission, 4 shaft feed box
	► Dual durometer rubber feed roll
	► Motorized machine open-close
	► Bottom print, top vacuum transfer
	► Wheels based vacuum transfer
	► Ink wash up while running
	► Aro diaphragm ink pumps
	► Motorized print cylinder lateral adjust
	► Top die cut
	► Die cylinder lateral adjust

	► Anvil cylinder oscillation
	► Anvil blanket surface trimmer
	► Anvil cylinder speed synchronization
	► Independent servo driven die cut section
	► Slotter section (optional)
	► Sheet cleaner (optional)
	► Serrapid die mount (optional)
	► SUN Ink Systems (optional)
	► SUN MicroGrind® (optional)
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