
MODEL NO. P2242 P2248 P2252 P2255

► MACHINE SIZE INCH 89" x 165" 89" x 188" 89" x 204" 89" x 216"

A ► SHEET LENGTH MAX. 165.35" 188.97" 204.72" 216.53"

MIN. 51.96" 51.96" 51.96" 51.96"

B ► TWO PANELS MAX. 78.74" 90.55" 98.42" 104.33"

MIN. 22.04" 22.04" 22.04" 22.04"

C ► SMALL PANEL MAX. 63.77" 75.59" 83.46" 89.37"

MIN. 5.90" 5.90" 5.90" 5.90"

D ► LARGE PANEL MAX. 71.65" 83.46" 91.33" 97.24"

MIN. 13.77" 13.77" 13.77" 13.77"

► DISTANCE BETWEEN 
FOLDING BEAMS MIN. 20.47" 20.47" 20.47" 20.47"

E ► GLUE LAP WIDTH MAX. 3.93" 3.93" 3.93" 3.93"

F ► BOX HEIGHT MIN. 0 (3.54") 0 (3.54") 0 (3.54") 0 (3.54")

G ► SHEET WIDTH MAX. 82.36" 82.36" 82.36" 82.36"

(STANDARD REGULAR FEED) MIN. 25.59" 25.59" 25.59" 25.59"

G ► SHEET WIDTH (SKIP FEED) MAX.
98.42"                
(82.36" Skip Feed 
Mode Must Be Used)

98.42"                
(82.36" Skip Feed 
Mode Must Be Used)

98.42"                
(82.36" Skip Feed 
Mode Must Be Used)

98.42"                
(82.36" Skip Feed 
Mode Must Be Used)

► PRINTING AREA MAX. 82.67" x 161.41" 82.67" x 185.03" 82.67" x 200.78" 82.67" x 212.59"

► DIE CUTTING AREA MAX. 82.67" x 161.41" 82.67" x 185.03" 82.67" x 200.78" 82.67" x 212.59"

► NON-FOLD SHEET MAX. 137.79" 157.48" 177.16" 188.97"

► SQUARE BOX MAX. 39.37" 45.27" 49.21" 52.16"

MIN. 18.11" 18.11" 18.11" 18.11"

► MAXIMUM MACHINE SPEED  
(SHEET / MIN)

100 100 100 100

► BOARD CALIPER MAX. 0.59" 0.59" 0.59" 0.59"

MIN. 0.063" 0.063" 0.063" 0.063"

FFG Model Specifications with G4 Folder Gluer

P2200 Series

C+D

* Printing plate should use R-BAK. The machine running speed may need to be reduced when running solid-coverage printing images.
* (   ) For Folder Gluer size.
* Required power and weight may change depending on configuration (shown 3-color FFG with diecutter).
* The maximum production speed varies according to the types of boxes processed.
* Metric measurement is the default specifications. 
* LMC reserves the right to change specifications without notice.
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SUN Automation Group® is the 
exclusive North and Central 
America representative of all 
LMC machinery, supporting its 
customers with parts and service.

P Series Jumbo FFG Attributes
	► Open/Close gear driven machine
	► Bottom print motorized pull collar transfer
	► 4 shaft wheel box with SUN transmission
	► Dual durometer feed roll
	► Dual shaft pre-crease/crease section
	► Available with 1:1 Pre-Creaser
	► Dual shaft slot section
	► Chrome plated scoring and slotting shafts
	► Steel anvil glue tab

	► Moveable center score and slot head
	► Top die cut bottom anvil
	► Vacuum assisted folding belts
	► Independent speed control for each top 
folding belt

	► Top feed CE with servo motor downstacking 
elevator

	► SUN Ink Systems (optional)
	► SUN MicroGrind® (optional)(width restrictions)
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